Notes on remote controlled oscilloscopes for wire scanners (03-06-2003).

Oscilloscope Tektronix TDS1024: GPIB interface connected to PMC card in slot 1 on PowerPC. (PCM slot 1= PCI slot 2!). Configure scope with GPIB address = 2.

Driver PmcGpibDriv installed on hosts: ppcbidv5, bws41s and bws51s.
Check whether PmcGpibDriv running, with LynxOs command: drivers.
Contact Lars Jensen ( Lars.Jensen@cern.ch ) for more info.

LabView program: /user/biswop/bin/hpux/BISCOPES/SPS_TDS2XXX_Scopes
/user/biswop/bin/hpux/BISCOPES/TDS2XX.cfg has the following content:
Taking BA5 as an exemple:

WIRESCANNER_BA5

: Name of scope in selection list.
WSSCP_BSW51S


: SL-Equip name.
WIRESCANNER_BA5.cfg

: Settings file of scope.
WIRESCANNER_channel.cfg
: Channel name file.
DEFAULT



: Inactive?
c:\temp




: Directory where acquired data is saved.
25000




: Time-out of acquisition. 

  Must be changed for cycles longer than 25 sec.
/user/biswop/bin/hpux/BISCOPES/WIRESCANNER_BA5.cfg (default settings) has the following content:
Information in the SL-Equip database:

	N
	HOSTNAME
	FAMILY
	MEMBER
	ACCESS
	FIELD5
	FIELD6
	FIELD7
	FIELD8
	FIELD9
	FIELD10
	USER
	L_EDU
	DATE/TIME

	1
	bws41s
	WSSCP
	BWS41S
	gpib
	0
	2
	
	
	
	
	koopman
	Y
	02-JUN-03

	2
	bws51s
	WSSCP
	BWS51S
	gpib
	0
	2
	
	
	
	
	koopman
	Y
	03-JUN-03

	3
	ppcbidv5
	WSSCP
	LABO
	gpib
	0
	2
	
	
	
	
	koopman
	Y
	03-JUN-03


Contact Rohdri Jones ( Rohdri.Jones@cern.ch )  for more information.
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FCT_TT2 FSTBCT_SCP20T FCT_TT2.cfg  FCT_TT_channel.cfg DEFAULT c:\temp 25000


FCT_TT10 FSTBCT_SCP10T FCT_TT10.cfg FCT_TT_channel.cfg DEFAULT c:\temp 25000


FCT_SPS FSTBCT_SCPBA3 FCT_BA3.cfg FCT_BA3_channel.cfg DEFAULT c:\temp 25000


TTPOS_TT2 TTPOS_SCP02T TTPOS_SCP02T.cfg TTPOS_channel.cfg DEFAULT c:\temp 25000 2CHAN HPMUX_TT02 


TTPOS_TT10 TTPOS_SCP10T TTPOS_SCP10T.cfg TTPOS_channel.cfg DEFAULT c:\temp 25000 2CHAN HPMUX_TT10


TTPOS_LAB TTLAB_TDS210 TTPOS_SCPLAB.cfg TTPOS_channel.cfg DEFAULT c:\temp 25000 2CHAN HPMUX_LABCP3


WIRESCANNER_BA5 WSSCP_BSW51S WIRESCANNER_BA5.cfg WIRESCANNER_channel.cfg DEFAULT c:\temp 25000


WIRESCANNER_BA4 WSSCP_BWS41S WIRESCANNER_BA4.cfg WIRESCANNER_channel.cfg DEFAULT c:\temp 25000


WIRESCANNER_LAB WSSCP_LABO WIRESCANNER_LAB.cfg WIRESCANNER_channel.cfg DEFAULT c:\temp 25000





CH1:DISPLAY 1;SCALE 2.000000;COUP DC;PROB 1;POS 2.00;BAN OFF;


CH2:DISPLAY 1;SCALE 1.000000;COUP DC;PROB 1;POS 1.00;BAN OFF;


CH3:DISPLAY 0;SCALE 0.005000;COUP DC;PROB 1;POS -1.00;BAN OFF;


CH4:DISPLAY 0;SCALE 0.100000;COUP DC;PROB 1;POS -2.00;BAN OFF;


TRIGGER:MAIN:TYP EDGE;SOU CH1;MOD NORM;COUP DC;SLO RISE;LEV 5.000000E-1;HOLDOFF:VAL 5.000000E-7;VIDEO:POL NORMAL;VIDEO:SYNC LINE;


HOR:SCALE 50.0E-6;POS 0.000000;


ACQUIRE:MOD SAMPLE;NUMAV  4;.











